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132kV MINIMUM ELECTRICAL CLEARANCES

DESCRIPTION
DISTANCE

(m)
PHASE TO PHASE CLEARANCE 1.6
PHASE TO EARTH CLEARANCE 1.5
DESIGN CLEARANCE FOR SAFETY (VERTICAL) DS1 3.5
DESIGN CLEARANCE FOR SAFETY (HORIZONTAL) DSH1 3.1
INSULATION HEIGHT (PEDESTRIAN ACCESS) 2.4
SAFETY DISTANCE 3.0
MEWP DESIGN CLEARANCE FOR SAFETY (VERTICAL) DS2 5.5
MEWP DESIGN CLEARANCE FOR SAFETY (HORIZONTAL) DSH2 4.5

TO BE VIEWED IN CONJUNCTION WITH LAYOUT DRAWING
WEST BURTON 2 LAYOUT.

THE PROPOSED SUBSTATION LAYOUT IS BASED ON ASSUMPTION
THAT THERE ARE NO SITE RESTRICTIONS.

THE PROPOSED BAY BUSBAR SIZE IS 90mm x 7mm. THE BUSBAR
SIZE SHALL BE CONFIRMED DURING DETAILED DESIGN.

ABBREVIATION:

AUX TX AUXILIARY TRANSFORMER
CB CIRCUIT BREAKER
CSE CABLE SEALING END
CVT CAPACITIVE VOLTAGE TRANSFORMER
D/S DISCONNECTOR
E/S EARTH SWITCH
MK MARSHALLING KIOSK
PA PANTOGRAPH
PI POST INSULATOR
SA SURGE ARRESTER
TX TRANSFORMER
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